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Approved rotating beacon with 
methacrylate dome. Fibreglass  reinforced 
nylon base with dual mounting system 
(ISO B1 and ISO A).

FLX: flexible rubber base and unbreakable 
polycarbonate dome

Developed with halogen light source 55W 
and 70W.

> ECE R65 APPROVED <
> DUAL MOUNTING SYSTEM <

> EXCELLENT OPTICAL PERFORMANCE <
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OPTICAL FEATURES

AGRIROT: anodized aluminium reflector
AGRIROT FLX: anodized aluminium reflector with 
stepped device for manual rotation
Halogen light source  H1 55W (12V) and 70W (24V)

  

MECHANICAL FEATURES

AGRIROT: methacrylate dome (screw mount) and 
fibreglass reinforced nylon base with dual mounting 
system (according to ISO 4148, standard form B1 
and A)
AGRIROT FLX: flexible rubber base (according to ISO 
4148, standard form A) and unbreakable 
polycarbonate dome 

DRAWINGS, 
DIMENSIONS AND WEIGHT

ALSO AVAILABLE  

AGRIROT FLX
FLEXIBLE ISO A 

(MOUNT ON 
ADAPTER SOCKET)

CERTIFICATIONS

2 e3

AGRIROT
ISO B1 + ISO A

(FLAT BASE + MOUNT ON
ADAPTER SOCKET)

ECE R65 A E2
EMC 2006/28/CE e3
EMC 2006/28/CE e3
EMC 2006/28/CE e3

HOMOLOGATION NUMBERS

   0091017     0091017 
          -     03 1155 (12V)
          -     03 1152 (24V)
03 1156 (12/24V)  03 1153 (12/24V)

 

AGRIROT
(ROTATING BEACON)

AGRIROT 
(ROTATING BEACON)

KEY CHARACTERISTICS

VOLTAGE 
12/24V DC (without bulb)
FLX: 12V DC (with bulb) - 24V DC (with bulb)
12/24V DC (without bulb) 

MOTOR
Parallel axis gear drive
Rotation through ball bearing 
FLX: Worm gear drive | Sintered bush bearing
Voltage stabilizer circuit
Radio interference filter integrated in the motor  

LIGHT INTENSITY
According to ECE R65

PROTECTION GRADE 
IP55 (AGRIROT) 
IP54 (AGRIROT FLX)

OPERATING TEMPERATURE
-30/+50 °C
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AGRIROT | PART NO 

12/24V

ISO B1+A        -                      -          74000
FLX       74008          74013   74006

KIT FOR MAGNETIC VERSION (KIT BM AGRIROT)   83060
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*see base section on page 35
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B2
Large size rotating beacons with 
polycarbonate dome and PVC coated  
polypropylene ISO B2 base. 

Available with internally smooth (L) or 
fluted dome (R).

Developed with halogen light source 55W 
and 70W.
   

> ECE R65 APPROVED <
> EXCELLENT OPTICAL PERFORMANCE <

> ISO B2 STANDARD MOUNT <
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OPTICAL FEATURES

Large size aluminium reflector. Halogen light source  
H1 55W (12V) and 70W (24V)

  

MECHANICAL FEATURES

Unbreakable polycarbonate dome and PVC coated 
polypropylene base (according to ISO 4148, standard 
form B2). 

Dome internally smooth (L) or fluted (R)

DRAWINGS, 
DIMENSIONS AND WEIGHT

ALSO AVAILABLE 

GI B2
TILTED GASKET BASE

CERTIFICATIONS

2 e3

B2 L
ISO B2 

(FLAT BASE)
SMOOTH DOME (L)
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HOMOLOGATION NUMBERS

KEY CHARACTERISTICS

VOLTAGE 
12V DC (with bulb)
24V DC (with bulb)

MOTOR
Parallel axis gear drive
Die-cast alloy supporting plate with rubber dampers
Sintered bush bearing 
Voltage stabilizer circuit
Radio interference filter integrated in the motor  

LIGHT INTENSITY
According to ECE R65

PROTECTION GRADE 
IP65 

OPERATING TEMPERATURE
-30/+50 °C
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B2 | PART NO 

ISO B2      69006 69038        69001   69010 

TILTED GASKET BASE (GI B2)                71972          

12V 24V

B2 L
SMOOTH DOME (L)

B2 R
FLUTED DOME (R)

24V
(WITH BULB) (WITH BULB)

12V

B2
(ROTATING BEACON)

ECE R65 A E2               0088037
EMC 2006/28/CE          00 1158 (12V)
EMC 2006/28/CE          00 1158 (24V)
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