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Multi-voltage back-up alarm engineered to 
deliver safety in forklift operations.

Intermittent sound. It is possible to 
reduce the sound output by means of 
electrical connections.

BKA | PART NO 

BKA    52334

> MULTI-VOLTAGE <
> HIGH IP RATING <

> 2 MOUNT SOLUTIONS <
NUMBER OF TONES
1 (Intermittent sound - Low | High output)

VOLTAGE 
10/100V DC 

PROTECTION GRADE 
IP65

OPERATING TEMPERATURE
-30/+50 °C

KEY CHARACTERISTICS

ACOUSTIC FEATURES

FREQUENCY
Piezoelectrical unit, frequency 2400 Hz +/-100

ACOUSTIC OUTPUT
95 dB(A)1mt - 85 dB(A)1mt (reduced output)

Fibreglass reinforced nylon body with thermoplastic 
coating, allows high IP rating (IP 65).
Screw mount (M4) or by means of the front lock ring.

MECHANICAL FEATURES

1

max

95

dB
max

mA

30

max

ONABS

-30
+50

C° IP65

DRAWINGS, 
DIMENSIONS AND WEIGHT

0,15

26Ø

2
7

9
1

40

6
8

58

Ø
4,5

CERTIFICATIONS

A
M

B
E
R

10


