
sirena.it

AUTOMAX

153

NXT SOUNDER, NXT SOUNDER LINEARE and NXT SOUNDER 
NFC are the piezoelectric acoustic modules of the NXT stack light.
NXT SOUNDER 3 intermittent sounds with 12V and 24V bases 
and 1 intermittent sound with 110/240V base.
NXT SOUNDER LINEARE: produces 3 sounds, one of which is 
continuous, with 12V and 24V base, and 1 continuous sound with 
110/240V base.
NXT SOUNDER NFC gestisce 3 suoni selezionabili tra i 12 
disponibili nell'app MySirena.

GENERAL FEATURES
Operating temperature: -40° +60°C
IP rating: IP66, IP69K
Impact resistance: IK08
Continuous operation
Insulation class II

MECHANICAL FEATURES
Self-extinguishing polycarbonate with high impact resistance 
(IK08), suitable for outdoor use thanks to the IP66-IP69K 
protection rating, guaranteed by the EPDM gasket on each 
module.

ACOUSTIC FEATURES
NXT SOUNDER: Piezoelectric unit, producing 3 intermittent 
sounds (with 12V and 24V bases) - frequencies 2900/3050Hz 
| dB 87÷94 and 1 intermittent sound (with 110/240V base) - 
frequency 3050Hz | dB 91 
NXT SOUNDER LINEARE: piezoelectric unit, producing 3 sounds, 
one of which is continuous (with 12V and 24V base) - frequencies 
3050Hz | dB 94 and 1 continuous sound (with 110/240V base) - 
frequency 3050Hz | dB 91
NXT SOUNDER NFC: Piezoelectric unit, producing 3 sounds 
that can be selected from 12 available in MySirena App - mixed 
frequencies | dB 73÷92.

NXT SOUNDER, NXT SOUNDER LINEARE et NXT SOUNDER NFC 
sont les modules acoustiques piézoélectriques de la colonne NXT.
NXT SOUNDER produit 3 sons intermittents avec la base 12V ou 
24V et 1 son intermittent avec la base 110/240V.
NXT SOUNDER LINEARE émet 3 sons, dont un continu (avec 
base 12V et 24V) et 1 son continu (avec base 110/240V).
NXT SOUNDER NFC gère 3 sons sélectionnables parmi les 12 
disponibles dans l'Appli MySirena.

CARACTÉRISTIQUES GÉNÉRALES
Température de fonctionnement : -40° +60°C
Degré de protection : IP66, IP69K
Résistance aux chocs : IK08
Service continu
Classe II d'isolation

CARACTÉRISTIQUES MÉCANIQUES
Polycarbonate autoextinguible, haute résistance aux chocs 
(IK08), adapté pour une utilisation à l’extérieur grâce au degré de 
protection IP66-IP69K, garanti par un joint en EPDM sur chaque 
élément.

CARACTÉRISTIQUES ACOUSTIQUES
NXT SOUNDER : Élément piézoélectrique qui produit 3 sons 
intermittents (avec la base 12V et 24V) - fréquences 2900/3050Hz 
| dB 87÷94 et 1 son intermittent avec la base 110/240V - fréquence 
3050Hz | dB 91
NXT SOUNDER LINEARE: unité piézoélectrique, qui produit 
3 sons, dont un continu (avec base 12V et 24V) - fréquences 
3050Hz | dB 94 et 1 son continu (avec base 110/240V) - fréquence 
3050Hz | dB 91
NXT SOUNDER NFC : Élément piézoélectrique, qui gère 3 sons 
sélectionnables parmi les 12 disponibles dans l'Appli MySirena - 
fréquences mixtes | dB 73÷92.

Altre configurazioni disponibili a richiesta
Other configuratios available on request
D'autres configurations disponibles sur demande50 mm

NXT

NXT WM LT + 3LM GRE/AMB/RED + SOUNDER + BS 
24V ACDC

    33990

COLONNE PREASSEMBLATE
PRE-ASSEMBLED STACK LIGHTS
COLONNES PRÉASSEMBLÉES

NXT PRO WM LT + 3LM PRO RGB + BS 
24V ACDC

    33991

TYPE 4X


